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DETAIL A
CABLE CONNECTION
END PLATE
Top of
wood post
MBGR (A 70 | e
4" x 54" x 3-6%
element Nood post
_— %" % Button head bolt with
hex nut and washer on threaded
end. No washer on rail face for
bolted connection to post.
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;@ N 5 wood post for %" @ Hex
Pavement g ® N head bolt attachment
ar ground ~
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Soil plate /4" thick steel
*r/p\cﬁe, 18" x 24"
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SECTION A-A

Attach steel soil plate

to steel foundation tube

with %" 8 x 1/," hex

head bolts with hex nuts

(%" # holes in plate and

in two sides of the tube

to accommodate hex bolt).

4’-6" Steel foundation
tube TS 8 x 6 x ¥s
See Note 3

Cable
Connection
End Plate
See Detail A

219"

74" x 54" x 3'-6%" wood post

Line post

N Soil plate (waod post shown)
v -
I

¥," # Anchor cable

Anchor B B
(See Note 2)

¥" 8 Anchor

cable (See Note 2) Pavement or
/ Ground line

47-4"

2" ¢ Std Galv pipe in
2%" # hole in wood post

%" 8 x 92" Hex head
bolt with hex nut and washer

Steel foundation tube
/ (See Note 3).
\

ELEVATION
END ANCHOR
ASSEMBLY (TYPE SFT)

See Note 1
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NOTES:

. See the AT7E, A77F and AT7G series of Standard Plans for typical use

of End Anchor Assembly (Type SFT).

Plan AT7H3.

keep the wood post from dropping into the tube.

4. Direction of traffic indicated by === .

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

METAL RAILING

END ANCHOR ASSEMBLY

(TYPE SFT)
NO SCALE

. For details of the anchor plate and %" cable, see Standard

. A 6’-0" length steel foundation tube, TS 8 x 6 x ¥, without a
soil plate, may be furnished and installed in place of the 4'-6"
length steel foundation tube and soil plate shown. Minimum embedment
of the 6'-0" length tube shall be 5-9". A 3" @ hex head bolt
and nut shall be installed in the hole in the 6'-0" length tube to
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